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LOTUS BOWL FOUNTAIN ON DORIC STYLE PEDESTAL
WITH PLUMBING DETAIL (X330A)

Pipe to dolphin
n

Pipe to dolphin Pipe to dolphin

34" Socket
Hose tail 347 BSP 1 3mim

Refer to tech-sheet F22 for details of additional
centre jet (optional extra).

PLUMBING COMFPONENT LISTING:

3/4" Socket x2
Valve 1/2" x2
3 Way splitter 13mm x1
2 Way splitter 13mm x1
Hose tail #/¢" BSP | 3mm x1
Hose tail 34" BSP 25mm x1
Jubilee clip /27 x4
Jubilee clip 1* x2
Clear 1/2° PVC pipe 10m
Clear 1° PVC pipe 500mm

15mm Copper pipe
All piping to be cut on site.

To ease connections, hot water may be used to soften
PVC pipes.

Unless otherwise stated, all materials other than
stonework to be supplied by others.

Pipe to bowl

TRIPLE DOLPHIN FOUNTAIN
CI70A x 3 14 kg each

Copper pipes (supplied) to be

15mm
Copper

& Jubilee clip

Vaive

16mm

Clear 1/2*
PVC pipe

g 2 Way
splitter

3/4" Socket
Hose tail 4/4™ BSP 13mm

==
Braided 1°
PVC pipe
From pump

DETAIL

& HC350A LOTUS BOWL 690kg

KY f’
L
# - HD290A CAPITAL 34kg

1’| HD150B SHAFT
A1 Short shaft 740mm 84kg

or
HDI151B SHAFT
long shaft 846mm 96kg

Pl %, HD150C BASE 23kg
HD29%0B PLINTH 30kg
N\ Support to fountain to be supplied
§ others to suit site conditions and loadings.

SECTION

Consult a qualified electrician to ensure electrical
supply contorms with all regulations/codes.

To éu“d against frost damage, drain off water
before winter and do not repl:l;i,- it until the hard
frosts are past in the following spring.

We mcommcnd that a step hddcr 15 uscd whl:n
cleaning and maintaining the fountain, a ladder
should not be leant against the bowl

Pump extra - see Price List
Allow 6mm for bedding joints.
Read in conjunction with tech-sheet F20.
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