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LOTUS BOWL FOUNTAIN ON DORIC STYLE PEDESTAL
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To guard against frost damage, drain off water before winter /
and do not replace it until the hard frosts are past in the
following spring.

TRIPLE DOLPHIN FOUNTAIN
CI170A x3 14kg each.

We recommend that a step ladder is used when cleaning and
maintaining the fountain, a ladder should not be lent against the
bowl.

POINTING - Jeints should be pointed using our proprietary
prepared dry mix in accordance with the recommended instruc-
tions printed on bags.

Please advise your requirements for dry mix, if any, at time of 1k —}'ch,suﬂ LOTUS BOWL 6%0kg
placing order.

Or use 1:1:6 cement/lime/sand mortar

colour-toned 1o suit {white cement may be necessary).
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PEDESTAL REINFORCEMENT RECOMMENDATIONS.

1] 2 MNo. @ 12mm stainless steel bars to run continuously from
foundation to top of pedestal.

2) 1 No. @ 20mm s/s dowel 1200mm long to be positioned in the
top of pedestal and into dolphin pedestal.

740 3) Top cover to be 50mm and 20mm side cover.

or
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CONCRETE RECOMMENDATIONS

1) Use @ 10mm rounded gravel aggregate to B.S. 882,

2) Concrete to have a minimum strength of 25N/mm? at 28 days.

3) Concrete to be hand compacted.

4) Top surface to be protected against frost damage and the
ingress of water at the in-situ concrete interface during
construction.
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BEDDING JOINTS - Use 1:1:6 cement/lime/sand mortar

Pedestal bars w— = Plumbing route

Unless otherwise stated, all materials other than stonework
Pedestal core reinforced and filled with hand compacted to be supplied by others.
concrete. The shaft sections should be lined with polystyrene
[or similar) to act as an isolating medium when pedestal
cores are infilled with concrete.

Foundations designed by others to suit site conditions and loadings. For plumbing details see tech-sheet F21.

Allow 6mm for bedding joints. Read in conjunction with tech-sheet F21.
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