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SLATE RIDGE OUTDOOR WATER FOUNTAIN
GSI-5991

Review all assembly and care information before wusing this product. Sawe this manual for future reference.
Salect a smooth, level surface to place the fountain. Assemble components on a soft, clean surface to avoid scratching or damaging the finish.

D = Inspect packaging te ensure all
parts are accounted for before

disposing of packing materials.
;l*_ S"="‘fm i2] 5ave the packing slip.
R - _
Ho. PARTS Qry.
o /] .
A | Basin 1
B Eleciric Submersible Pump i
wi LED Fimger Light
C | Fountsin Body 1
E_ O | Topper 1

E |AC Adapter 1

F | Decorative Stones 1 PK
IMPORTANT MOTES:
Use cara when unpacking and assembling this fountain. Balore
aszambly, check the basin for leaks. The sealant used 1o join the slate
pieces can crack if the fountain i not handled with care. Simply add
waler and wait to see if waler baging to leak_ If a beak s dizcovered,
contact an expen at your bocal hardware store for an appropriate
sealant and carefully follow the saalant manufacturer's instructions
to seal the leak

The water fubing is bullt into the fountan body. Take care when
handling the water tube; detaching the water lube will damage the
foumtain and void the produwct warranty.

The light and light cable are rated for contact with water. Use cane
when handling the light. dropping the light may cause the light to bum
out prematurely.

Slate s a natural product; the colors and lexture of sach piece an
unigue, no o fountaing will look the same. Each plece i cul from
// a |arge slab of slate. Spalling (flaking) may oocur during production,
A naturally over time, andor if slale = dropped. Variations in the

| natural characteristics of slate are not a cause for return.

/ WARMIMG: THE ONE-YEAR WARRANTY DOES NOT COVER DAMAGES OR DEFECTS
CAUSED EY THE APPLICATION OF CHEMICAL TREATMENTS, PROTECTIVE COATINGS,

AESEMELI‘F SEALANTS DR CLEANING PRODUCTS,
1. Connect Pump (B) to the water tube on Fountain Body (C).

2. Ensuring the pump power cord runs over the groove on the back of the basin, place the fountain body onto Basin (A).
Connect AC Adapter (E) to the pump power cord.

. Attach the finger light to the clip on the underside of Topper (D). Place the topper on the fountain body.

3

4. Fill the fountain with enough water to keep the pump fully submerged during operation.
5. Plug the power cord directly into a properly grounded GFCI outlet.
B

. If necessary, adjust water flow rate using the flow control on the front of the pump. Once water flow is satisfactory,
rinse Decorative Stones (F) with clean water and gently amange them on the bottom of the fountain body.
NOTE: When first plugged in, thare may be air frapped in the pump. It may take several moments for trapped air to escape, allowing water to flow.
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SLATE RIDGE OUTDOOR WATER FOUNTAIN
GSI-5991

Review all assembly and care information before using this product. Save this manual for future referencs.
Select a smooth, level surface to place the fountain. Assemble components on a soft, clean surface to avoid scratching or damaging the finish.

D = Inspect packaging to ensure all
parts are accounted for before

disposing of packing materials,
4 %"’T" 1= Save the packing ship.
L_ L — —
No. PARTS ary.
o ] .
A | Basin 1
B Electric Submersible Pump 1
w LED Finger Light
C | Fountain Body 1
C_ D | Topper 1
E | AC Adapter 1
E— F | Decorative Stones 1 PK

IMPORTANT NOTES:
Use care whan unpacking and assembling this fountain. Bafore
assembly, check the basin fior leaks. The sealant used 1o join the slate
piaces can crack if tha fountain i not handled with came. Simply add
waler and wail bo see if waler baging to leak. If a leak & decoverad,
comact an expen al your local hardware slore for an appropriabe
sealant and carefully follow the sealant manufacturer's instructions
to seal the leak

The water lubing is bult inte the fountan body. Take care when
handling the water tube; detaching the water lube will damage the
fountain and void the product warranty.

The light and light cable are rated for contact with waler. Use cane
when handling the light, dropping the light may cause the light to bum
Ul predmiatinely.

Slale & a natural product; the colors and lexture of sach plece ane
unigue, no o fountaing will look the same. Each plece & cut from
// a |arge slab of slate. Spalling (flaking) may occur dusing production,
A naturally over tima, andior if slate & dropped. Variations in the

| natural characteristics of slate are not a cause for return.

/ 'WARMNING: THE OME:-YEAR WARRANTY DOES NOT COVER DAMAGES OF DEFECTS
CALSED BY THE APPLICATION OF CHEMICAL TREATMENTE, PROTECTIVE COATINGS,

ASSEMBLY SEAL ANTS (8L CLEAKING PROOUCTS.
1. Connect Pump (B) to the water tube on Fountain Body (C).

2. Ensuring the pump power cord runs over the groove on the back of the basin, place the fountain body onto Basin (A).
Connect AC Adapter (E) to the pump power cord.

. Attach the finger light to the clip on the underside of Topper (D). Place the topper on the fountain body.
. Fill the fountain with enough water to keep the pump fully submerged during operation.

. Plug the power cord directly into a properly grounded GFCI outlet.

. If necessary, adjust water flow rate using the flow control on the front of the pump. Once water flow is satisfactory,
rinse Decorative Stones (F) with clean water and gently arrange them on the bottom of the fountain body.
MOTE: When first plugged in, there may be air trapped in the pump. It may take several moments for irapped air to escape, allowing water to flow.

[ o TR N 1
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CURVED RIDGE SLATE

. WATER FOUNTAIN
[ / GSI-6051

f
]|l Review all assembly and care information before using this produwct.
[
|

Save this manual for fubure reference.
Select a smooth, level surface to place the fountain
1\ Assemble components on a soft, clean surface to avoid scratching or damaging the finish.

UJ Inspect packaging to ensure all
i parts are accounted for before
disposing of packing materials,
[ i=! save the packing slip.

i Ho. PaRTS Qry.

E} A | Basin 1
‘“ B | Electric Submersible Pump 1

'!, C | Lower Fountain Body 1

| 2-PERSON

| D | Upper Fountain Body i ASSEMBLY
I{l‘ RECOMMENDED
A E | MGx25mm Bolt Set 6

il F |LED Light ]

]

11 G | AC Adapter 1 BT REQUIRED oot inckuded)
? H | Pump Access Panel 1 C——
| )

LI | | Decorative Stones 1PK Phillips Screwdrivar
|
)

MOTE: The LED light switch is NOT rated for contact with water. The
switch may become permanently damaged if it is exposed to water.

IMPORTANT INFORMATION ABOUT SLATE FOUNTAINS:

= Slate is a natural product, the colors and texture of each piece are unigue, no two fountains will look the
same. Variations in the cuts and colors of the slate are normal.

= Each piece is cut from a large slab of slate. Spalling (flaking) may occur during product production,
naturally over time, and/or if slate is dropped.

Variations in the natural characteristics of slate are not a cause for return.
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2-TONE POLYRESIN

OUTDOOR WATER FOUNTAIN
LZH-5371

Review all assambly and care information before wusing this product. Save this manual for future reference.
Assemble components on a soft, clean surface to avoid scratching or damaging the finish.
Select a smooth, level surface to place the fountain.

Inspect packaging to ensure all
parts are accounted for before
disposing of packing materials.
(=] Save the packing skip.

PARTS ary. |
E Top Tier i
@ Basin 1
g Pedestal 1
bﬂ. Electric Submersible Pump | 1
@ AC Adapter 1

ﬂ IMPORTANT NOTES:

+ The water tubing is built inio the lop ter. Take care when handling the
water tube; detaching the water tube from the fountain will damage
the unit and void e warranty.

+ Familiarze yourself with tha fiow control valve on the pump, masimum
{+) and eraniroum [-). This may nead to be adjustad to achieve oplimal
watar fow.

+ Ratting noise inside the fountain? Due 10 the casting procass, thera
may be looze pieces of casting matarial inside the fountain.

AWARNING:

Manufacturer and seller expressly disclaim any and all liability from personal injury, property damage or loss, whether direct or
indirect, or incidental, resulting from the incorrect attachment, improper use, inadequate maintenance, or neglect of this product.
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GENTLE GLOW 2-TIER
CERAMIC OUTDOOR WATER FOUNTAIN
SSS-5821

Rewview all assembly and care information before using this product. Save this manual for future reference.
Assemble components on a soft, clean surface to avold scratching or damaging the finish.
Select a smooth, level surface to place the fountain.

PaRTs ary. |
Top Tier 1 '":lﬁ“ P““*'"’EE::"’ o Bt al MOTE: The water tubing is built into the top ter. Take
Basin 1 5. e :f':'m.",‘;' “[ F "I“ care when ham:llln%othe water tube detaching the
TN N PRCEIRE WEETL water tube from the fountain will damasge the wni and
Pedestal 1 =] save the packing slip. woid the product warranty.
Leak Guard 1
Electric Submersible Pump 1
AL Adapter 1 !.'F:"'i' '
oy

ASSEMBLY

. Place the bottomn bowl onto the pedestal and twist clockwise to lock into place.

. Run the long pump power cable through the tube in the basin and out through the groove in the bottom of the pedestal.
. Attach the pump to the built-in water tube in the top tier.

. Locate the light cable in the top tier and firmly connect it to the short cable on the pump.

. Install the leak guard over the tube in the basin.

. Gently place the top tier onto the basin, ensuring the pump is touching the bottom of the basin.

. Firmly connect the pump power cable to the AC adapter.

. Fill the basin with enough water to keep the pump fully submerged during operation.

. Plug the power cord into a properly grounded GFCI outlet.

M o = M h s L R =

HOTE: When first plugged In, there may be alr in the pump. it may take several minutes for trapped air to escape, allowing water to flow.
Refer to page 2 for more troubleshooting tips.
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SEASIDE

OUTDOOR WALL FOUNTAIN
132396

Read this manual carefully before use and save it for future referance.

Assemble components on a soft, clean surface to avoid
scratching or damaging the finish.

:FW“'I"‘EE' f;“ b;fﬂrle handiing the waler fube; detaching the water fube from the fountain
TSROSTNE OF PACKAETNE-| ywill darnage the fountain and void the product waranty.

ASSEMBL **

. Connect the tubing inside the fountain to the recirculating pump (A).
Ensure the pump adapter is firmly secured inside the tubing and the pump.

Emsure all parts are J ET®IN=H The water tubing ks built into the fountain. Take care when

2. Run the pump power cord through the opening in the back of the fountain.

3. Fill the fountain with encugh water to keep the pump fully submerged during
operation.

4. Plug the power cord into a properly grounded GFCI outlet.

=If you purchased the Solar wall fountain, use the pump from the solar panel
kit. Run the cable(s) through the opening in the back of the fountain; read and
follow the instructions included with the solar panel kit for operation and care
of the solar pump kit

To purchase a compatible Solar pump kit, contact us using any of the contact
methods mentioned in the warranty section. Provide fountain number
(1323596) to help expedite your request.

Owver time, the finish will gradually mellow in color, this is part of the natural aging process.

A IMPORTANT INFORMATION A

GENERAL USE & CARE

+ For outdoor wse only, some splashing is nomal.

+ Check the water level and refill frequently fo ensure the pump remains fully submerged.

+ Only use water in this fountain. Distilled water will help prevent mineral buildup but is not required, avoid heavily chlorinated water as it may
damage the fountain or pump.

+ Periodically change the water to keep the water, fountain and pump clean. Remove scale and builduwp regularty.
DO MOT use harmful additives such as bleach, chiorine, etc.
OO MOT use a pressure washer or abrasive materials io wash the fountain

+ Abways shut off the power supply before cleaning or maintsining the fountain and recirculating pump.

+ Take care when handling the pump; only pick it up by the body of the pump, never the power cabla.

+ During freezing weather, drain the fountain, disconnect the pump and store all components indoors; do not allow ice to form on or freeze
within any of the componants.

+ Ensure that the pump is fully submerged in water. The pump will not run unless it is complately covered with water. Air may be trapped in the
pump, genily tap the pump to release the trapped air.

+ Check the pump and fountain tubing for obstructions.

+ Check the flow control on the body of the pump as it may need o be adjusted to acguire the desired flow rate.

Any modification to the product or fallure to follow recommended care will vold the product warranty.
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ASSEMBLY

" Assistance is recommended for assemibily.

1. Connect the light splitter to the short
pump cable. Place the pump in the
bottorm of the bowd.

2.Run the long pump power cable
through the tube in the bowl, down
through the inside of the pedestal,
and out the opening at the base of
the pedestal.

3. Locate the light cable inside the
pedestal and securely connect it to
the light splitter. Place the light splitter
cable inside the rubber stopper on
the pump power cord and insert the
rubber stopper into the tube in the
bowl. NOTE: The rubber stopper is a
barrier to help prevent water leaking
into the pedestal.

4. Ensuring the power and light cables
do not get pinched, align the bowl with
the pedestal and twist to lock them
together.

5. Locate the light cables on the
underside of the topper and firmly
connect them to the light splitter.

6. Firmly connect the pump to the water
tube on the topper; the connection will
be tight.

7. Place the topper on the bowl.

8. Fill the base with enough water to
keep the pump fully submerged
during operation. NOTE: Ensure the
water level does not exceed the height
of the metal tube inside the bow, the
rubber stopper does not completely
prevent water leaking.

9. Connect the adapter to the long
pump cable.

10. Plug the adapter into a properly
grounded GFCI outlet.

MNOTE: Whean first used, there may be air trapped inside the pump. It may take several minutes for trapped air to escape,
allowing water to flow. Refer to page 3 for more troubleshooting tips.
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Care & Maintenance

= Some splashing may occur, adjust the flow rate on the pump if the water rate is too high. Do not use fountain in areas
that can be damaged if water happens to splash or leak.

« Some climates and weather conditions increase water evaporation, requiring water to be added more frequenthy.
Frequently check water levels during times of high temperatures, wind, and long-term exposure to direct sunlight to
ensure the pump remains underwater. Never allow the pump to run dry as it will burn out the motor.

= Only use water in this fountain. Distilled water will help prevent mineral buildup but is not required. Tap water is okay
to use, but avoid heavily chlorinated water as it may damage the fountain and the pump.

* Periodically change the water to help keep the fountain and pump clean. Remove scale and buildup regularly.

OO HOT use harmful additives such as bleach, chlorine, etc.
DO NOT use anything that is abrasive to scrub the fountain.
DO NOT use a pressure washer to clean the fountain.

= Always unplug the power supply before cleaning and maintaining the fountain and the recirculating pump. Take care
when handling the pump; only pick it up by the body of the pump, never the power cord.

* Dwring freezing weather, drain the fountain, disconnect the pump and store indoors; allowing ice to form may damage
the fountain in such ways as, but not limited to, fountain cracking, permanent pump damage and/or lighting malfunction.

= Ower time, the finish may gradually mellow in color due to sun exposure; this is part of the natural aging process and

iz not cause for return.
Troubleshooting

= |fwater iz not flowing within several moments of the fountain being plugged in, ensure that the pump is fully submerged
underwater. Add water to the reservoir if necessary. The pump may have air bubbles trapped inside, which can prevent
water from circulating properly. Unplug the power supply for a few moments and plug it back in.

= Check the flow control on the body of the pump, it may need to be adjusted to achieve the desired water flow rate.

* Inspect the pump and tubing for obstructions.

* Pump noise can be caused by trapped air, low water level, or the pump being too close to the walls of the fountain.
While the pump is fully submerged, try gently tapping the pump with yvour finger to help release the trapped air. Also,
check if adding water or moving the pump helps to reduce noise.

= |f water iz not flowing and the lights do not tum on, ensure the AC adapter is fully connected to the pump power cable. If
anly the light i not working, ensure the cables are fully connected, and the seal s adequately tightened (do not over-tighten).
Ensure the connector ends are completely dry before connecting and plugging the power cord back into an outlet.

= Check to make sure the power outlet is working; consult a certified electrician if in doubt about electrical connections.

If you expenence issues with assembly or the product was damaged during shipping,
please contact our customer service feam through one of the methods mentioned af the fop of page 1.

Please have the iferm number and order irformation ready o expedite response fime.

A IMPORTANT SAFETY INFORMATION A

Keep fountain oul of reach of children and pets.

Maka sure the power cord is away from traffic arsas.

Keep power cord away from all heat sources. Do not use electrical cords in areas with high temperatures.

Check the waler level fraquently to ensure the pump remains fully submerged; never allow the pump o run dry as it will bum
out tha mator.

Always unplug the power supply before cleaning and maintaining the fountain and the recirculating pump.

Always emply and store the fountain and pump indoars during reazing weathar.

Do nod use fountain in areas thal can be damagad if waler splashes or leaks.

Any modification to the product or failure to follow recommended care will void the product warranty.

AWARNING:
Manufacturer and seller expressly disclaim any and all liability from personal injury, property damage or loss, wheather direct or
indirect, or incidental, resulting from the incorrect attachment, improper use, inadeguate maintenance, or neglect of this product.
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ASSEMBLY

(D HELPFUL HINTS

The water tubing is built into the fountain body. Take care when handling the water tube; detaching the water
tube will damage the fountain and void the product warranty.

Before assembly, check the basin for leaks. The sealant used to join the slate pieces can crack if the fountain

is not handled with care. Simply add water and wait to see if water begins to leak. If a leak is discovered,

contact an expert at your local hardware store for an appropriate sealant and carefully follow the sealant
manufacturer's instructions to seal the leak.

WARMING: THE OME-YEAR WARRANTY DOES ROT COVER DAMAGES OR DEFECTS CAUSED BY THE APPLICATION OF
CHEMICGAL TREATMENTS, PROTECTIVE COATINGS, SEALANTS, OR CLEANING PRODUCTS.

E—\s F V4 1. Set Pump (B) in Basin (A) and run
4 /if the power cord over the back of it.
f ]
il

2. Remove Bolt Sets (E) from the basin.
! Then, use the bolts to install Lower
Fountain Body (C) to the basin.

3. Place Upper Fountain Body (D) onto
the lower fountain body and secure
A using two Bolt Sets (E).

4. Connect the pump to the water tube.

5. Gently place Pump Access Cover
(H) on the front of the basin.

| 6. Fasten LED Spotlight (F) to the

D

—=FT ]
=

\ﬁ ) J backside of the upper fountain body
\ I | using two Bolts (E). Then, connect
9
N AC Adapter (G) to the light cable.

.Fill the fountain with enough water
to keep the pump fully submerged
during operation.

. Plug both power cords directly into
a properly grounded GFCI outlets.

.If necessary, adjust water flow
rate using the flow control on the
front of the pump. Once water flow
is satisfactory, rinse Decorative
Stones (l) with clean water and
gently arrange them on the bottom
of the fountain body.

F'F-
=
S F
—
a
.
.
.

Wote: When first plugged in, there may be air in the pump. It may take seversl moments for trapped air 1o escaps, allowing water to flow.
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Care & Maintenance

 For indoor use only if the LED spotlight is installed. To use outdoors, remove the LED spotlight (the light switch is ot waterproof).

« Always protect surfaces that can be damaged by water. Splashing is possible; adjust the flow rate on the pump if the
water rate is too high.

« Check the water level frequently to ensure the pump remains fully submerged; never allow the pump to run dry as it
will burn out the motor.

« Some climates and weather conditions increase water evaporation, requiring water to be added more freguenthy.
Frequently check water levels, especially during high temperatures, long-term exposure to direct sunlight, and windy
conditions to ensure the pump does not run dry.

« Only use water in this fountain. Distilled water will help prevent mineral buildup but is not required. Tap water is okay
to use, but avoid heavily chlorinated water as it may damage the fountain and pump.

« Periodically change the water to reduce scale and buildup — clean components regularly for optimal performance and
appearance. DO NOT use abrasive materials and harmful additives such as bleach or chlorine to clean the fountain or
pump. Additionally, never use a pressure washer to clean this unit.

« Always unplug the power supply before cleaning and maintaining the fountain and the recirculating pump.
« Take care when handling the pump: only pick it up by the body of the pump, never the power cord.

* During freezing temperatures, drain the fountain, dizconnect the pump and store indoors; allowing ice to form may
damage the fountain in such ways as, but not limited to, fountain cracking and/or permanent pump damage.

Troubleshooting

« |f water iz not flowing within several moments of the fountain being plugged in, ensure the pump is fully submerged
underwater. Add water to the reservoir if necessary. The pump may have air bubbles in the filter that can prevent water
from circulating properly and can also cause excess pump noise. Unplug the power supply for a few moments and
plug it back in.

« Check the flow control on the body of the pump, it may need to be adjusted to achieve the desired water flow rate.

* |nspect the pump and tubing for obstructions.

* Pump noise can be caused by trapped air, low water level, or the pump being too close to the walls of the fountain.
While the pump is fully submerged, try gently tapping the pump with your finger to help release the tfrapped air. Also,
try adding water or moving the pump to help reduce noise.

+ |f the light is not working, make sure the AC adapler is connecied o the light power cable.

+ Make sure the power outlet is working; consult a cerlified electrician when in doubt about electrical connections.

If you expariance issuas with assembly, purmp aparalion, or the product was damaged dunng shipping,
plaasa confact our customer sanvice leam thraugh one of the mathods mentioned af the fop of page 1.
Flaaze fave the tem number and arder information mady 1o sxpedite response lima.

A IMPORTANT SAFETY INFORMATION A

« Fountzina may splash or leak; always protect surfaces that can be damaged by water

« Prevent water loss and damage to electrical sockets by enswning the power cord has a dnip loop; refer to |'-'|
the disgram on the right.

* HKeep fountain out of reach of children and pets.

* Make sure the power cord is away from aress where it could be a trip hazard

* Hesep power cord away from all heat sources. Do not use electrical cords in areas with high temperatures. Drip Lasg =
« Check the water level frequently to enswre the pump remsains fully submenged; never allow the pumg to
run dry as it will bum out the motor, Drawing is for viswal refarence only,
= Always unplug the power supply before cleaning and maintaining the fowntain and the recirculating pump cord placement and plug type
+ Take care when handling the pumg; only pick it up by the body of the pump, never by the power cord. vary by fountain sipfe.

« Always empty and store the fountain and pumg indoors during freezing temperatures.

Any modification to the product or failure to follow recommended care will void the product warranty.

AAWARNING:
Manufacturer and seller expressly disclaim any and all liability from personal injury, property damage or loss, whether direct or
indirect, or incidental, resulting from the incorrect attachment, improper use, inadequate maintenance, or neglect of this product.
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Care & Maintenance

* For outdoor use only. Some splashing is normal; adjust the flow rate on the pump if the water rate is too high.

» Check the water level frequently to ensure the pump remains fully submerged; never allow the pump to run dry as it
will burn out the motor.

+ Some climates and weather conditions increase water evaporation, requiring water to be added more frequently.
Frequently check water levels, especially during high temperatures, long-term exposure to direct sunlight, and windy
conditions to ensure the pump does not run dry.

+ Only use water in this fountain. Distilled water will help prevent mineral buildup but is not required. Tap water is okay
to use, but avoid heavily chlorinated water as it may damage the fountain and pump.

Pericdically change the water to reduce scale and buildup — clean components regularly for optimal performance and
appearance. D0 NOT use abrasive materals and harmful additives such as bleach or chlorine to clean the fountain or
pump. Additionally, never use a pressure washer to clean this unit.

+ Always unplug the power supply before cleaning and maintaining the fountain and the recirculating pump.

+ Take care when handling the pump; only pick it up by the body of the pump, never the power cord.

* During freezing temperatures, drain the fountain, disconnect the pump and store indoors; allowing ice to form may
damage the fountain in such ways as, but not limited to, fountain cracking, lighting malfunction, andfor permanent

pmp e Troubleshooting

+ If water is not flowing within several moments of the fountain being plugged in, ensure the pump is fully submerged
underwater. Add water to the reservoir if necessary. The pump may have air bubbles in the filter that can prevent water
from circulating properly and can also cause excess pump noise. Unplug the power supply for a few moments and
plug it back in.

* Check the flow control on the body of the pump, it may need to be adjusted to achieve the desired water flow rate.

* Inspect the pump and tubing for obstructions.

* Pump noise can be caused by trapped air, low water level, or the pump being too close to the walls of the fountain.
While the pump is fully submerged, try gently tapping the pump with your finger to help release the trapped air. Also,
try adding water or moving the pump to help reduce noise.

* Make sure the AC adapter is fully connected to the pump power cable. If the light is not working, ensure the cable is fully
connected and the seal is adeguately tightened (do not over-tighten).

» Make sure the power outlet is working; consult a certified electrician when in doubt about electrical connections.

if you expenence issues with assembly, pump operafion, or the product was damaged duning shipping,
please contact our customer service team through one of the methods mentioned at the fop of page 1.

Flease have the itern number and order information ready fo expedite response time.

A IMPORTANT SAFETY INFORMATION A

* Fountains may splash or leak; always protect surfaces that can be damaged by water. )

+ Prewant water loss and damage to electrical sockets by ensuring the power cord has a drip loop; refer to !
the diagram on the right.

+ HKeap fountain out of reach of children and pets.

+ Make sure the power cord is away from areas whera it could be a trip hazand.

+ Keap power cord away from all heat sources. Do not use elecirical cords in areas with high temperatures.

. Diip Laop -
Check the water lavel freguently to ensure the pump remains fully submerged; never allow the pump to

run dry as it will bum out the motor. Drawing i for visual refarence anly,
+ Always unplug the power supply bafore cleaning and maintaining the fountain and the recirculating pump. cavd placement and plug fype
+ Take care when handling the pump; cnly pick it up by the body of the pump, never by the power cord. wary by feuntain style.

+ Always emply and store the fountain and pump indoors during freezing temperaturas.

Any modification to the product or failure to follow recommended care will void the product warranty.

/AAWARNING:
Manufacturer and seller expressly disclaim any and all liability from personal injury, property damage or loss, whether direct or

indirect, or incidental, resulting from the incorrect attachment, improper use, inadequate maintenance, or neglect of this product.
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