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ASSEMBLY INSTRUCTIONS 5. ATTACH PUMP TO RUBBER HOSE, THEM
AD AN VE TH INSTRUCTION PLACE FTN TOPPER INTO THE RESERVOIR AND
TWIST THE FTN TOPPER CLOCKWISE TO
SECURE.

YOU SHOULD HAVE RECENWED BELOW PARTS:
1% UFPER FTH BODY,

1% RESERVOIR,

1X BASE,

1% PUMF 'WITH &M CABLE,

1% LED LIGHT WITH 5M CABLE,

1% SOLAR PANEL, BRACKET, TUBE, SPIKE.

T PROTECT THE FINISH, PLEASE PLACE ALL
PARTS ON A SOFT SURFACE.

FOUNTAIN ASSEMBLY

1. PLACE RESERVOIR ON TOP OF BASE AND
TWIST THE RESERVOIR CLOCKWISE TO SECURE.

4. FILL RESERVOIR WITH APPROPRIATE AMOUNT
OF WATER TO COMPLETELY SUBMERSE THE PUMP.

2. FEED THE PUMP AND LED LIGHT POWER
CORDS THROUGH THE PLASTIC TUEE TOWARD
BOTTOM OF BASE, CORD EXIT OUT FROM
CHANMEL OM THE BOTTOM OF THE BASE.
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MODEL: S LD24 1

ASSEMBLY INSTRUCTIONS W
e — —— - o T

SOLAR PUMP ASSEMBLY

D. JOIN BRACKET, TUBE AND SPIKE TOGETHER,
THEN ATTACH BRACKET TO BACK OF THE SOLAR 2@ ks
PANEL AS SHOWN.

SOLAR PAMNEL-
?. CONMECT THE PUMP, LED LIGHT WITH THE
Pﬂﬁﬁtﬁﬂ' SOLAR PAMEL (CHARGER SOLD SEPARATELY).
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CHAREE LIFGHT PLUMF
SOLKET SOCKET BOCKET
6. INSERT THE SPIKE INTO THE GROUND.
POSITION THE SOLAR PANEL TO FACE SOUTH
(In Morthern Hemlsphere) AS MUCH AS 8. NOW YOUR NEW FOUNTAIN IS ASSEMBLED
POSSIBLE TO MWAKE THE MOST OF THE READY FOR USE. THE LED LUIGHT CAM BE JUST
DAYLIGHT HOURS. IT IS IMPORTANT TO ANGLE PLACED OM GROUMND.

THE SOLAR PAMEL TO FACE SUN WHEHM SUN
IS AT ITS HIGHEST POIMT. ENSURE THE SOLAR
PAMEL IS WOT SHADED BY TREES, SHRUBS OR
BUILDINGS
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OPERATING INSTRUCTIONS 11, MAINTENANCE OF PUMP

READ AND SAVE THESE INSTRUCTIONS

9. OPERATION

HOTE: THE LED LIGHT |5 DESIGHED TO WORK AT MIGHT
TIME OHLY.

; PRESS [Power on/off] BUTTON, THME
TOP INDICATOR LIGHT [Confinuol on] WILL BE O — THME
PUMP WILL RUM CONTIMUQUSLY UNTIL THE BATTERY RUNS
QUT OF ALL POWER. THE PUMP 'WILL AUTOMATICALLY
RESTART UF WHEN THE BATTERY IS RECHARGED UMDER
GOOD ENOUGH SUN LIGHT.

: PRESS [Tirmer modes] BUTTOM
REPEATEDLY UMTIL THE SECOND INDICATOR LIGHT [4hrs
I'Irrllr] LIT = THE PUMP WILL RUN FOR 4 HOURS AND
STOF. THE PUMF WILL MOT START UP AGAIN BY ITSELF
UNTIL YU RE=OPEM IT MAMNUALLY.

Dalty dhrs Timer Mode: PRESS [Timer modes] BUTTON
REPEATEDLY UNTIL THE THIRD INDICATOR LIGHT [Dally
dhrs Timar] LIT - THE PUMP WILL RUM FOR 4 HOURS
ANMD SHUT DOWN (1N STANDEY) FOR 20 HOURS, AMD
THIS TIMING SET WILL BE REPEATED DWILY AT THE SAME
TIME. YOU CAN RESET THE PUMP'S DAILY START UP TIME
BY SWITCHING OM IT AT A HEW DESIRED TIME AT THIS
MODE. WOTE: THE THIRD IMDICATOR LIGHT WiLL BE
BLIHKING SLOWLY WHEN THE PUMP RUMS OUT OF 4
HOURS TIME AND BE IN STANDEY IM DAYTIME. IN ORDER
TO SAVE THE BATTERY POWER, THE INDICATOR LIGHT
WILL BE OFF AFTER DAY GOES DARK BUT YOU CANM
ACTIVATE THE INDICATOR UGHT AMD CHECK TS STATUS
WiTH A SIMGLE PUSH OF EITHER BUTTOM, THE IMDICATOR
LIGHT WiLL BE OM FOR A WHILE AHD SHUT OFF AGAIN.

LW,.E:LMMMI%HM ON — THAT
MEANS THE BATTERY POWER |S LOW, THE PUWP WILL

STOF SHORTLY FOR FROTECTING THE BATTERY. THE RED
INDICATOR LIGHT WILL BE OFF AFTER THE SOLAR PAMEL
RECEIYES GOOD SUNM LIGHT AMD THE BATTERY HAS BE
RECHARGED.

BLEASE MOTE THAT:

ONLY THE ORIGIMAL BATTERY CHARGER (SOLD
SEPARATELY) SHOULD BE WSED AS OTHER ALTERMATIVES
MAY DAMAGE THE BATTERY AND WILL AVOHD THE
GUARMNTEE.

10. PERFORMANCE OF PUMP

THE FERFORMANCE OF THE PUMP DEFENMDS OM
THE ORIEMTATION OF THE SOLAR PAMEL TOWARD
THE SUM ANMD THE SUMLIGHT STRENMGTH. THE
MAX. DATA OBTAINED LINDER OPTIMAL
CONDITIONS. A SOLAR PAMEL POSITIOMED IN
THE SHADE OR IN PDOR WEATHER CAN NOT BE
GUARAMTEED. FOR THIS MODEL WITH BATTERY,
THE PERFORMAMCE OF THE PUMP ALSQ DEPEMD
ON BATTERY FOWER LEVEL, PUMP CAN NOT
WORK IF BATTERY POWER 15 LOW.

IF YOU FIND THE FUMF START LOSING POWER
OR STOP WORKING, PLEASE CLEAM THE PUMP
FILTER AMD IMPELLER WITH CLEAM WATER.

jm| &

(T FRONT CASE (@ FLTER (3 WMPELLER COVER
(3 WPELLER (3 PUMP

12. BATIERY INFORMATION

RECHARGEABLE BATTERY BECOMES LESS
EFFICIENT WITH REPEATED CHARGE AND
DISCHARGE CYCLES. THE CAPACITY OF THE
BATTERY MAY ALSO REDUCE OVER TIME AMD
YOU MAY NOT ACHIEYE THE FULL HOURS
CPERATION. IF YOU FIND THAT THE BATTERY
APPEAR LESS EFFICIENT TRY TO BOOST CHARGE
IT. TO DO THIS LEAYE OFF FOR 1 TO Z SUMNY
DAYS TO ALLOW THE MAXIMUM CHARGE TO THE
BATTERY. WE SUGGEST TO DO THIS
QCCASIONALLY TO HELP PROLONG BATTERY LIFE.
IF AFTER THIS BOOST CHARGE YOUR BATTERY
STILL DOES NOT PERFORM TO EXPECTATIONS
YOU SHOULD REPLACE IT WITH MEW BATTERY.

13. BATTERY REPLACEMENT

THIS SOLAR PUMP HAS BEEN DESIGMED TO RUM
MANY YEARS IF CORRECTLY MAIMTAIMED. THE
L=|0ON BACKUF BATTERY PACK, IN COMMON
WITH ALL RECHARGEABLE BATTERIES, HAS A
LMITED LIFE SPAN, YOU MAY MEED TO REPLACE
IT AFTER 18 MONTHS ~ 24 MONTHS USE.

13.1 REMOVE THE 4PC SCREWS (PART 1) FROM THE
CONTROL PANEL COVER (PART 2)

15.2 DASCOMNECT THE BATTERY PACK COWMECTOR (PART
3). THEN REMOVE THE BATTERY PACK (PART 4) FROM
CONTROL FAMEL BASE (PART 5)

15.53 REPEAT STEP 1 AND 2 IN REVERSE ORDER TO
REASSEMBLE.
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OPERATING INSTRUCTIONS
READ AND SAYE THESE INSTRUCTIONS

TOOLS MEEDED:
SMALL SIZED FHILIPS HEAD SCREWDRIVER.

DISPOSE OF OLD BATTERY FACK ACCORDING TO
THE LOCAL REGULATIONS, RECYCLE WHEN
POSSIBLE.

IMPORTAMT!

OMLY ORIGIMAL BATTERY PACK SHOULD BE USED
FOR REPLACEMENT AS OTHER ALTERMATIVES MAY
BE INCOMPATIBLE, MAY DAMAGE THE SYSTEM EVEM
CAUSE RISK AND WILL VOID THE GUARANTEE.

14. PROBLEM SHOOTING

CHECE SOLAR PAMEL, PUMP, LED LIGHT
COMNECTED WELL.

CHECK SOLAR PAMEL CORRECTLY POSITIOMED IM
SUNNY PLACE, ENSURE THE SOLAR PAMEL IS
NOT SHADED BY TREES, SHRUBS OR BUILDINGS.

CHECK IF [Bottery Low] RED LIGHT IS BLINKING,
IF 50, THAT MEANS BATTERY PACK IS LOW
POWER. SWITCH OFF THE PUMP AND LEAVE
SOLAR PAMEL CHARGING UNDER GOOD DIRECT
SUHLIGHT FOR AT LEAST & HOURS.

CHECK WATER LEVEL, MAKE SURE THE PUMP IS
FULLY SUBMERGED.

CHECK THE FOUNTAIN TUBING FOR KINKS AND
OBSTRUCTIONS.

CHECK THE PUMP IMFELLER BLOCKED BY DEBRIS

CHECK THE PUMP MAY BE "AIR LOCKED", TURN
ON/OFF THE PUMP SEVERAL TIMES TO CLEAR
ANY AIR THAT MAY HAVE BEEN TRAPPED.

15. TECHNICAL DATE

MAX. PUMP WATER FLOW: 230LFH

MAX. PUMP WATER LIFT: 20CM

PUMP WORKING YVOLTAGE: DCH.4Y-~DC6.5Y
PUMP WORKING POWER: 1.2W--0.5W
FROTECTION GRADE OF PUMP: PGB

SOLAR PAMEL: 2W-8Y-=0.222A
SOLAR PAMEL SIZE: 213X202X20MM
PROTECTION GRADE OF PAMEL: IP44

LI-IOH BATTERY PACK: 7.4Y/1.2AH
PROTECTION GRADE OF BATTERY BOX: IP44

LED LIGHT WORKING VOLTAGE: DC7.4Y
LED LIGHT WORKING POWER: 0.15W
PROTECTION GRADE OF LED LIGHT: IP&S

1 6._WINTER PROTECT

IMDOOR STORAGE IS RECOMMEMDED IN
WINTER. THE MORMAL OFERATING AMBIENT
TEMPERATURE FOR UITHIUM BATTERY IS 10°C
TO 45, DO WOT USE THE PRODUCT BEYOMD
THIS TEMPERATURE RAMGE.

MPORTANTI!!

IN ORDER TO KEEP THE BATTERY HEALTHY
DURING WINTER STORAGE PLEASE MAKE SURE
THE BATTERY |5 RE-CHARGED BEFORE
WINTER STORAGE. IN ORDER TO DO THIS,
YOU CAN TURN OFF THE PUMP AND LEAVE
THE BATTERY CHARGING BY THE SOLAR
PANEL FOR 1 OR 2 SUNNY DAYS.

17. WARRANTY

THANK YOU FOR CHOOSING SUNNYDAZE DECOR. IF YOU HAVE
ANY QUESTIONS, COMMENTS QR CONCERMNS FLEASE FEEL
FREE TO CONTAGT US BY PHOMNE AT: B88-551-4660, BY EMaIL:
CUSTOMERSERVICEE SERENITYHEALTH.COM, OR YOL COULD
AL EMAIL US V1A OUR CONTACT US PAGE AT:

W SERERNITYHEAL TH.COMICONTACT L.

WE STAND BEHND OUR BRAND AND THE QUALITY OF THE
ITEMIS WE SELL. 'WE WILL SEMD NEWW PARTS, OR REFLACE
PRODUCTS AT OUR DISCRETION WITHIN THE ONE YEAR
WARRANTY FER|DD. BEFORE WE CAN HELE, YOU WILL MEED
T PROVIDE PROCE OF PURCHASE WITH THE DATE OF
PURCHASE AND PHOTOS OF THE DEFECTIVE MERCHANDISE.
WE WILL USE THE PHOTCS TO DETERMIME THE CALSE OF
DEFECT AWD FOR FUTURE QUALITY CONTROL.
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